
1 / 1

D
at

e 
de

 r
év

is
io

n 
du

 d
oc

um
en

t 
: 

27
 f

év
ri
er

 2
02

3 
- 

Av
is

 d
e 

no
n-

re
sp

on
sa

bi
lit

é 
: 

Le
s 

am
él

io
ra

tio
ns

 c
on

tin
ue

s 
du

 p
ro

du
it 

fo
nt

 q
ue

 le
s 

sp
éc

ifi
ca

tio
ns

 p
eu

ve
nt

 ê
tr

e 
m

od
ifi

ée
s 

sa
ns

 p
ré

av
is

. 
D

oc
um

en
t 

et
 p

ho
to

s 
no

n 
co

nt
ra

ct
ue

lle
s.

Retrouvez les produits Bobrick sur www.anox.fr - Pour plus de renseignements, n’hésitez pas à nous contacter au 01 44 25 03 90
Find Bobrick products on www.anox.fr/en/ - For more informations, contact us on +33 1 44 25 03 90
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Technical Data
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520mm

8"
205mm Vinyl Liner

Liner Hook

MATERIALS:

Receptacle — 18-8, type 304, 22 gauge (0.8mm) stainless steel with exposed surfaces satin fi nish. All-welded construction. 
Top and bottom edges hemmed. Equipped with three spot-welded interior hooks and two hooks adhered to the front for 
attaching the vinyl liner.

Liner — Heavy-gauge vinyl liner part no. 268-14 attaches to receptacle at fi ve points through heat sealed grommet holes and is 
removable for servicing.

OPERATION:

Open top, wall-mounted corner waste receptacle has removable vinyl liner for easy servicing. Capacity: 1.8 cu. ft. (13.4 gallons).

INSTALLATION:

Surface-mounted on wall through 4 mounting holes on sides of unit. For installation on stud walls, secure with toggle bolts. For 
installation on solid walls, use rawl plugs or expansion bolts (not furnished by manufacturer).

SPECIFICATION:

Surface-mounted corner waste receptacle shall be constructed of type 304, 22 gauge (0.8mm) stainless steel with all-welded 
construction; exposed surfaces shall have satin fi nish. Top and bottom edges shall be hemmed for safety . Waste receptacle 
shall have three spot-welded interior hooks and two hooks adhered to the front for attaching the vinyl liner. Waste receptacle 
shall have a capacity of 1.8 cu. ft. (13.4 gallons) and be furnished with a vinyl liner.

SURFACE-MOUNTED 
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