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Find Bobrick products on www.anox.fr/en/ - For more informations, contact us on +33 1 44 25 03 90
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© 2024 by Bobrick Washroom Equipment, Inc.

Technical Data

MATERIALS:

Cabinet — 18-8, Type-304, heavy-gauge stainless steel. All-welded construction. Exposed surfaces have satin 
finish.

Flange — 18-8, Type-304, 22-gauge (0.8mm) stainless steel with satin finish. Drawn and beveled, one-piece, 
seamless construction.

Doors (2) — 18-8, Type-304, 18-gauge (1.2mm) stainless steel with satin finish. One-piece, seamless construction. 
Secured to cabinet with a full-length stainless steel piano-hinge. Equipped with a tumbler lock keyed like other 
Bobrick washroom accessories.

Toilet Tissue Dispensers (2) — .100" (2.5mm) thick ABS. Equipped with two theft-resistant, heavy-duty, one-
piece, molded ABS spindles.

ClassicSeries®

RECESSED TOILET TISSUE AND 
SEAT COVER DISPENSER - LEFT 
SIDE OF TOILET WHILE SEATED

B-3474

3''
76mm

3''
76mm

2-13/16''
71mm

17-3/16''
435mm

22-3/4''
580mm

30-5/8''
780mm

27-13/16''
705mm

S

S

15-3/16''
385mm

1''
25mm
Typ.

S

S

Toilet-Seat-Cover
Dispenser

Toilet Tissue
Dispenser (2)

3-15/16''
100mm

S

Upper Door

28-3/4''
730mm

3''
75mm

Shelf

Lock & Key (2)

Finish Face of Wall

Lower
Door

3/16''
5mm

S

S

Note: For accessible toilet compartments, please use 
horizontal recessed or surface -mounted combination 
dispenser-/disposal-units, B-3091 or B-3092 Series, to 
comply with ADA 1-1/2" absolute Grab Bar wall spacing. 

Rough Wall Opening
16" (405mm) wide
29-1/4" (745mm) high
4" (102mm) minimum recessed depth
See Designer's Notes under Installation for
Rough Wall Opening Location Information

Diffusion

®ANOX
Paris - France

https://www.anox.fr/fr/
https://www.anox.fr/en/
https://www.anox.fr/en/
https://www.anox.fr/en/487-bobrick
https://www.anox.fr/en/combined/25792-distributeur-de-protections-de-sieges-de-papier-toilette--b-3474-0716954001658.html


2 / 2

D
at

e 
de

 r
év

is
io

n 
du

 d
oc

um
en

t 
: 

13
 f

év
ri
er

 2
02

5 
- 

Av
is

 d
e 

no
n-

re
sp

on
sa

bi
lit

é 
: 

Le
s 

am
él

io
ra

tio
ns

 c
on

tin
ue

s 
du

 p
ro

du
it 

fo
nt

 q
ue

 le
s 

sp
éc

ifi
ca

tio
ns

 p
eu

ve
nt

 ê
tr

e 
m

od
ifi

ée
s 

sa
ns

 p
ré

av
is

. 
D

oc
um

en
t 

et
 p

ho
to

s 
no

n 
co

nt
ra

ct
ue

lle
s.

Retrouvez les produits Bobrick sur www.anox.fr - Pour plus de renseignements, n’hésitez pas à nous contacter au 01 44 25 03 90
Find Bobrick products on www.anox.fr/en/ - For more informations, contact us on +33 1 44 25 03 90

Fe
br

ua
ry

 1
3,

 2
02

5 
- 

D
is

cl
ai

m
er

: 
C
on

tin
ue

d 
pr

od
uc

t 
im

pr
ov

em
en

ts
 m

ak
e 

sp
ec

ifi
ca

tio
ns

 a
ns

 m
ea

su
re

m
en

ts
 s

ub
je

ct
 t

o 
ch

an
ge

 w
ith

ou
t 

no
tic

e.
 N

on
-c

on
tr

ac
tu

al
 d

oc
um

en
t.

© 2024 by Bobrick Washroom Equipment, Inc.

OPERATION:

Doors unlock with key provided and swing open for filling. Toilet seat-cover dispenser holds 500 single- or 
half-fold paper covers. Spindles may be removed from cabinet when door is open. Unit holds two standard-core 
toilet tissue rolls up to 5-1/4" (135mm) diameter (1800 sheets).

Designer's Note: It is recommended that one full toilet tissue roll remain wrapped until the other roll has been 
depleted to avoid wasting ends of both rolls.

INSTALLATION:

Provide framed rough wall opening 16" wide x 29-1/4" high (405 x 745mm). Mini mum recessed depth required 
from finish face of wall is 4" (102mm). Allow clearance for construction features that may protrude into rough 
wall opening from opposite wall. Coordinate with mechani cal engineer to avoid pipes, vents, and conduits in 
wall. If unit projects above top of wainscot, provide aluminum channel or other filler to eliminate gap between 
flange and finish face of wall. Mount unit in wall opening with shims between framing and cabinet at all points 
indicated by an S, then secure unit with #8 x 1-1/4" (4.2 x 32mm) sheet-metal screws (not furnished).

Designer’s Notes: 

1. Recessed B-3474 mounts flush against side wall in toilet compartment and has toilet tissue dispenser on
right side of unit.

2. For unit to mount on right side of toilet (when seated on toilet) see model B-34745.

3. For visual placement of models inside toilet compartment, refer to Technical Bulletin TB-92.

4. For rotation of cutout on toilet partition panel, refer to Technical Bulletin TB-55.

SPECIFICATION:

Recessed toilet seat-cover and toilet tissue dispenser shall be Type-304 stainless steel with all-welded 
construction; exposed surfaces shall have satin finish. Toilet tissue dispenser shall be ABS plastic. Flange shall 
be drawn and beveled, one-piece, seamless construction. Doors shall be one-piece, seamless construction; 
secured to cabinet with a full-length stainless steel piano-hinge; and equipped with a tumbler lock keyed like 
other Bobrick washroom accessories. Toilet seat-cover dispenser holds 500 paper covers. Unit shall be 
equipped with two theft-resistant, heavy-duty ABS toilet tissue spindles that hold standard-core rolls up to 
5-1/4" (135mm) diameter (1800 sheets). Spindles shall be removable when door is open.

Diffusion

®ANOX
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