
1 / 1

D
at

e 
de

 r
év

is
io

n 
du

 d
oc

um
en

t 
: 

05
 f

év
ri
er

 2
02

5 
- 

Av
is

 d
e 

no
n-

re
sp

on
sa

bi
lit

é 
: 

Le
s 

am
él

io
ra

tio
ns

 c
on

tin
ue

s 
du

 p
ro

du
it 

fo
nt

 q
ue

 le
s 

sp
éc

ifi
ca

tio
ns

 p
eu

ve
nt

 ê
tr

e 
m

od
ifi

ée
s 

sa
ns

 p
ré

av
is

. 
D

oc
um

en
t 

et
 p

ho
to

s 
no

n 
co

nt
ra

ct
ue

lle
s.

Retrouvez les produits Bobrick sur www.anox.fr - Pour plus de renseignements, n’hésitez pas à nous contacter au 01 44 25 03 90
Find Bobrick products on www.anox.fr/en/ - For more informations, contact us on +33 1 44 25 03 90
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Technical Data
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MATERIALS:
Cabinet — 18-8, type-304, stainless steel. All-welded construction.
Door — 18-8, type-304, 18-gauge (1.2mm) stainless steel with satin finish or matte black, as specified. 9/16" (14mm) 90° return 
for maximum rigidity. Secured to cabinet with a concealed, full-length stainless steel piano-hinge.
Disposal Panel — 18-8, type-304, 22-gauge (0.8mm) stainless steel with satin finish or matte black, as specified. Secured to 
door with a concealed, full-length stainless steel piano-hinge. Self-closing panel has international graphic symbol identifying 
napkin disposal.
Waste Receptacle — Leak-proof rigid molded polyethylene. Removable for servicing. Capacity: 1.2-gal. (4.6-L).

OPERATION:
Unit is equipped with self-closing panel covering disposal opening. Napkin disposal is emptied by opening door and removing 
waste receptacle. Disposable paper liners for napkin receptacle are available as optional accessory: order Bobrick Part No. 
353-12.

INSTALLATION:
Provide framed rough wall opening 11-1/2" wide x 17-1/4" high (290 x 440mm). Minimum recessed depth required to finish 
face of wall is 3-3/4" (95mm). Allow for construction features that may protrude into rough wall opening from opposite wall. 
Coordinate with mechanical engineer to avoid pipes, vents, and conduits. If unit projects above top of wainscot, provide 
aluminum channel or other filler to eliminate gap between flange and finish face of wall. Mount unit in wall opening with shims 
between framing and cabinet at all points indicated by an S, then secure unit with #8 x 1-1/4" (4.2 x 32mm) sheet-metal screws 
(not furnished).

SPECIFICATION:
Recessed sanitar y napkin disposal shall be type-304 stainless steel with all-welded construction; exposed sur faces shall have 
satin finish or matte black, as specified. Door shall have 9/16" (14mm) 90° return and be equipped with a concealed, full-length 
stainless steel piano-hinge. Napkin disposal shall have self-closing stainless steel panel covering receptacle opening. Panel shall 
be equipped with full-length stainless steel piano-hinge and international graphic symbol identifying napkin disposal. Unit shall 
be furnished with a removable, leakproof, molded polyethylene receptacle. Receptacle shall have a capacity of 1.2-gal. (4.6-L).

RECESSED SANITARY 
NAPKIN DISPOSAL B-35303

Specify Finish Required  Stainless Steel, Satin Finish
 Matte Black Finish, please use model no. B-35303.MBLK

ADA/CBC Installation Guidance

*Operable Part: Center of napkin disposal push door.
Top of disposal door shall be 1-1/2” minimum below grab bar.

*For more information regarding operable parts, please refer to
Bobrick Planning Guide for Accessible Restrooms, page 9.

Operable Part

Rough Wall Opening
11-1/2" (290mm) wide
17-1/4" (440mm) high
3-3/4" (95mm) minimum
recessed depth
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