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Retrouvez les produits Bobrick sur www.anox.fr - Pour plus de renseignements, n’hésitez pas à nous contacter au 01 44 25 03 90
Find Bobrick products on www.anox.fr/en/ - For more informations, contact us on +33 1 44 25 03 90

S
ep

te
m

be
r 

07
, 

20
23

 -
 D

is
cl

ai
m

er
: 

C
on

tin
ue

d 
pr

od
uc

t 
im

pr
ov

em
en

ts
 m

ak
e 

sp
ec

ifi
ca

tio
ns

 a
ns

 m
ea

su
re

m
en

ts
 s

ub
je

ct
 t

o 
ch

an
ge

 w
ith

ou
t 

no
tic

e.
 N

on
-c

on
tr

ac
tu

al
 d

oc
um

en
t.

© 2015 by Bobrick Washroom Equipment, Inc.

Technical Data

Cylinder Mounting Screw
2 Required
(secures Cylinder to Wall Bracket)

105mm
4-1/16''

95mm
3-3/4''

Finished Face of Wall

10mm
3/8''

Toilet Brush

Plastic Liner

90mm
3-9/16''

Wall Mounting Bracket

405mm
16''

Stainless Steel Cylinder

50mm
2''

30mm
1-1/4''

S

S

85mm

40mm
1-5/8''

125mm
5''

TOILET BRUSH
HOLDER

B-544
B-5446

MATERIAL: 3-3/8''

Toilet Brush — 18-8, type-304, 9.5mm (3/8") diameter, stainless steel, threaded into toilet brush head.

Plastic Liner — Leak-proof molded polyethylene. Supports Toilet Brush to maintain it in a vertical position. Removable for 
cleaning.

Cylinder — 18-8, type-304, 1.2mm (18-gauge) stainless steel, seamless construction.

Wall Bracket — 18-8, type-304, 1.5mm (16-gauge) stainless steel. Equipped with screws to secure cylinder.

INSTALLATION:

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with 
sheet-metal screws (not furnished). For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal 
screws (not furnished), or provide 3mm (1/8'') toggle bolts or expansion bolts.

For partitions with particle-board or other solid core, secure with sheet-metal screws (not furnished), or provide through-bolts, 
nuts, and washers. For hollow-core metal partitions, provide solid backing into which the sheet-metal screws (not furnished) 
can be secured.

SPECIFICATION:

Toilet Brush Holder shall be type-304 stainless steel with ________________ (insert one satin finish or bright polished) finish. 
Toilet Brush Holder shall have 9.5mm (3/8") diameter toilet brush handle threaded into toilet brush. Unit shall be equipped 
with a removable, leak proof plastic liner to hold toilet brush in vertical position. Cylinder shall be 1.2mm (18-gauge), seamless 
construction. Cylinder shall be secured to the wall with screws secured into wall plate.

 B-544 Satin-finish stainless steel
 B-5446 Bright Polished stainless steel

Specify Model Required:

Diffusion

®ANOX
Paris - France

https://www.anox.fr/fr/contactez-nous
https://www.anox.fr/en/contactez-nous
https://www.anox.fr/fr/
https://www.anox.fr/fr/487-bobrick
https://www.anox.fr/fr/pots-et-balais-wc/25694-porte-balai-wc-balai-b-544.html
https://www.anox.fr/fr/jolisearch?s=B-5446

