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Retrouvez les produits Hughes sur www.anox.fr - Pour plus de renseignements, n’hésitez pas à nous contacter au 01 44 25 03 90
Find Hugues products on www.anox.fr/en/ - For more informations, contact us on +33 1 44 25 03 90
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Product Datasheet

350L Tank fed safety shower - jacketed & insulated

HU-EXP-J-14KS/350 

No constant water supply? No problem. This unheated safety shower 

incorporates a 350 litre capacity overhead tank providing 76 litres per 

minute water flow from the low pressure shower rose for a thorough 

decontamination.  Essential for areas without a reliable water source, 

with insufficient water pressure or inadequate flow rates. 

The unit is simple to operate using the red panic bar and can be 

fitted with a foot panel if hands-free operation is required. Suitable for 

indoor use or outdoors in mild climates, the thermal insulation assists 

in maintaining a steady water temperature in the tank. 

Specifications
MATERIALS OF CONSTRUCTION

FRAME AND LEGS Stainless steel 

WATER TANK 350 L (92 US gal) capacity medium density polyethylene MDPE

TANK SURROUND AND LID GRP

PIPING AND VALVE uPVC and stainless steel

SHOWER CONTROL VALVE uPVC 11/2“ ball valve

EYE WASH CONTROL VALVE 1/2” stainless steel full flow ball valve

EYE WASH DIFFUSERS uPVC

EYE WASH STRAINER 1/2” stainless steel

BALLCOCK VALVE 2 x 1/2” brass

OVERFLOW 1” male uPVC

SHOWER ROSE GRP, stainless steel

PANIC BAR Red powder coated stainless steel

FOOT CONTROL OPTIONS GRP panel (for shower) and powder coated stainless steel treadle (for eye wash)

FASTENERS AND FIXINGS Stainless steel

SERVICES

WATER INLET 3/4” female BSP

OPERATING PRESSURE 0.5 to 7 BAR G / 7 to 101 PSI

MINIMUM FLOW RATES
Shower: 76 L per minute / 20 US gal per minute

Eye/face wash: 12 L per minute / 3 US gal per minute

AMBIENT OPERATING TEMPERATURE

MINIMUM 0C / 32F

MAXIMUM 40C / 104F (+55C (131F) with optional chiller unit)

OPERATION

SHOWER Push activated panic bar or optional GRP foot panel

EYE WASH Lift lid

DIMENSIONS & WEIGHT

DIMENSIONS (WxDxH) 1537mm (60.5in) x 875mm (34.4in) x 3254mm (128.1in)

WEIGHT 150kg (331lb)

Shown with optional GRP panels and eye wash

https://www.anox.fr/fr/contactez-nous
https://www.anox.fr/en/contactez-nous
https://www.anox.fr/en/emergency-drench-shower/26468-douche-de-securite-alimentee-par-reservoir-de-350-l-chemisee-et-isolee-hu-exp-j-14ks-350.html
https://www.anox.fr/en/605-hughes-safety
https://www.anox.fr/en/
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General Arrangement Drawing

  1052  

A

A

B

B
CC

GRP INSULATED
TANK LID

SHOWER
TEST HANDLE

SHOWER CONTROL
PANIC BAR

PICTOGRAM
SHOWER/ EYEWASH
SIGNS

STAINLESS STEEL
FRAME

  3
25

4 
 

  875  

  2
09

5 
TO

 W
A

TE
R 

IN
LE

T 
 

3/4 INCH BSP (F)
WATER INLET

OVERFLOW
CONNECTION

  2
14

8 
TO

 S
HO

W
ER

 R
O

SE
  

SECTION B-B

GRP/STAINLESS STEEL
SHOWER ROSE

LIFTING LUGS
(REMOVABLE)

  1100 CRS  

  6
70

 C
RS

  

4 OFF 15 HOLES
FOR M12 FIXING BOLTS
(NOT SUPPLIED)

SECTION C-C

IMMERSION HEATER
ACCESS PANEL

ISOMETRIC VIEW

  879  

  1
03

3 
 

WATER INLET 
CONNECTION

OVERFLOW
CONNECTION

BALLCOCK
FLOAT VALVE

SHOWER VALVE
CONNECTION

SECTION A-A
(LID REMOVED)

NOTES: 
1. 350 LITRE CAPACITY TANK IN MEDIUM DENSITY POLYTHENE. 
2. ALL TUBING IN UPVC. 
3. SUPPORT FRAME AND LEGS MANUFACTURED FROM STAINLESS STEEL 
4. ELECTRIC SUPPLY TO BE SINGLE PHASE, 50 OR 60Hz, 240  VOLTS. 
5. SUITABLE FOR USE IN NON FLAMEPROOF AREAS
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MODEL: EXP-J-14KS/350, 
CODE: 03 H TKA S4 NFP 00720, 

OUTDOOR 350 LITRE EMERGENCY TANK SHOWER

CLEAN
STAINLESS STEEL
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350L Tank fed safety shower - jacketed & insulated 

HU-EXP-J-14KS/350 

https://www.anox.fr/fr/contactez-nous
https://www.anox.fr/en/contactez-nous
https://www.anox.fr/en/emergency-drench-shower/26468-douche-de-securite-alimentee-par-reservoir-de-350-l-chemisee-et-isolee-hu-exp-j-14ks-350.html
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https://www.anox.fr/en/
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